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-continued

10 01 strobe O

12— reql no-open 00 - e e e - - e e -
13 --— read no-close 00 Rl B e
14 ---- pend 2 sensed 0 00 Rl B e
15 ---- term O turn 01 - e -

T — data 0 0 01 = - -
17 data 0 0 01 e - T
18 data 0 0 01 e - T
19 data 0 0 —-- e - T
20 data 0 1 —-- e - T
21 data 0 1 —-- e - T
22 data 0 1 —-- e - T
23 data 0 1 10 e - T
24 no-open 10 . e
25 no-close 10 - e - B e

sensed 0 10 Rl B e
turn 11 - e e e - - e e -
data 10 11 - e -
data 10 11 Rl B e
data 10 11 Rl B e
data 10 12 Rl B e
data 11 12 Rl B e
data 11 12 - e -
data 11 12 Rl B e
data 11 13 Rl B e
data 12 13 - e -

37 data 12 13 e
38 data 12 13 e

data 12 - S e e e -
datal 3 - S e e e -
data 13 - - e -
datal 3 - S e e e -
43 e e data 13 - Rl B e
44 - 1eq 3 open - - e e e - - e e -
45 ---- read no-close - Rl B e
46 ---- pend 5 sensed 0 - - e -

47 - B e B
48 - B e B
49 - R B
50 ---—- strobe 2 - p3 - - B e
51 - term 2 20 p3 - - B e

52 - req 4 no-open 20 p3 - - e - B e
53 - read no-close 20 p3 - - e - B e
54 --- pend 0 sensed 0 20 p3 - -
55 o e turn - p3 - - e - B e
data 2 0 - p3 - - e - B e
data 2 0 - p3 - - e - B e
data 2 0 - K I B e
59 - term 4 data 2 0 - [

S —— B Q-
61 B Q-
62 B Q-
63 B Q-
64 B Q-

-—-- data 4 0 - K I B e
66 ---- strobe 3 data 4 0 30 3 - - e e B e
67 ---—- term 3 data 4 0 30 3 - -

data 3 0 - S e e m e
data 3 0 - S e e m e

]

What is claimed is: ¢ 2. The method of claim 1, wherein the first portion of the

1. Amethod of operation in a memory device that includes data is sampled synchronously with respect to an external

plurality of memory cells, the method comprising: clock signal.

receiving a command to sample data; 3. The method of claim 2, further comprising sampling a

deferring sampling a first portion of the data until an second portion of the data synchronously with respect to the
external strobe signal is detected; and external clock signal, wherein the first portion of the data is

sampling the first portion of the data from an external 65 sampled during an odd phase of the external clock signal,
signal line in response to detecting the external strobe and the second portion of the data is sampled during an even
signal. phase of the external clock signal.



